# TAPS \& SHOWERING 



The information contained on this page was correct at the date of issue. Fitting dimensions are provided as a guide only. Some variation may occur due to manufacturing tolerances.
We pursue a policy of continuing improvement in design and performance of our products and so reserve the right to change specifications without prior notice

Flow Rates (Litres per minute)

| System Pressure | 0.1 Bar | 0.2 Bar | 0.3 Bar | 0.5 Bar | 1.0 Bar | 1.5 Bar | 2.0 Bar | 3.0 Bar | 4.0 Bar | 5.0 Bar |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | - | 4.8 | - | 7.5 | 10.7 | 12.6 | 14.9 | 17.8 | - | - |





| No | Description | QTY |
| :---: | :---: | :---: |
| 1 | Brass Spout | 1 |
| 2 | Diverter | 1 |
| 3 | O-ring | 2 |
| 4 | O-ring | 1 |
| 5 | O-ring | 1 |
| 6 | Spring | 1 |
| 7 | Diverter handle cap | 1 |
| 8 | Diverter handle | 1 |
| 9 | screw | 1 |
| 10 | indice cap | 1 |
| 11 | On/Off handle | 1 |
| 12 | Collor | 1 |
| 13 | Cartridge locking nut | 1 |
| 14 | 35mm Cartridge | 1 |
| 15 | Fitting Screw | 2 pack |
| 16 | Screw Nut | 2 |
| 17 | G1/2 Flexi Tail | 2 |
| 18 | Base Bracket | 1 |
| 19 | Pipe | 2 |
| 20 | Base Plate | 1 |
| 21 | Base Plate washer | 1 |
| 22 | Brass Body | 1 |
| 23 | M28 Aerator | 1 |
| 24 | Stainless Steel Filter | 1 |
| 25 | Washer | 1 |
| 26 | O-ring | 1 |
| 27 | Cap | 1 |
| 28 | O-ring | 1 |
| 29 | Outlet connector | 1 |
| 30 | O-ring | 1 |
| 31 | Handset holder | 1 |
| 32 | screw | 2 |
| 33 | Hose connector | 1 |
| 34 | O-ring | 1 |
| 35 | 1.5M hose | 1 |
| 36 | Handset | 1 |

